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Horizontal Directional Drills DIRECTORY
   Fuel Tank Size Model Weight Entry Angle Pull Back Thrust Max. Spindle Torque Max. Spindle Speed Drill Pipe Diameter Max. Drilling Depth Min. Bore Diameter Rod Carrying 
 Engine Make & Model  Gross Engine hp (gallons) (lbs.) (degrees) (lbs.) (lbs.) (ft/lb) (rpm) (inches) (feet) (inches) Capacity (feet) Other 

Akkerman GBM 240A John Deere 99  5,300 30-45 50 ton 100 ton 10,500 50 4.1 n/a 4.1  Configurations for 4-48" pipe
Contact: Akkerman Sales Jacking Frame 4-cylinder diesel (74 kW)  w/base          installations available, for
58256 266th St.               a variety of soil conditions,
Brownsdale, MN 55918               pipe diameters & applications
tf: (800) 533-0386
www.akkerman.com
akk@akkerman.com

McLaughlin Group Inc. McL-10H Pit Launch Remote hydraulic n/a n/a 1,100 pit launched 13,250 17,670 1,030 100-125 1.88 pit depth 2 180 Optional: mud/water pump
Contact: Jeff Wage, Vice President Directional Drill powered             pressure 700 psi, model
2006 Perimeter Road                length 5' or 7', hydraulic
Greenville, SC 29605               powerpack 30 hp
p: (864) 277-5870
tf: (800) 435-9661 
f: (864) 235-9661 
www.mclaughlinunderground.com
mmole@mightymole.com

Pow-R Mole Sales LLC PD-6 Honda GX630 20 6.5 750 pit launch 79,000 84,000 4,500 2 2 15 1/2 - 8  The PD-6 directional thrust 
Contact: Brian Kelly               boring system is a dry bore
1400 Commerce Parkway               pit launch machine
Lancaster, NY 14086
tf: (800) 344-6653
www.powrmole.com
brian@powrmole.com

The Toro Co. Toro DD2024 Cummins B 3.3 Turbo 74 30 10,980 16 20,000 20,000 2,400 200 2.06  4 400 Standard on-board drilling
Contact: Josh Beddow               fluid pump with flow up to
8111 Lyndale Ave. S               30 gpm, quad rack and pinion
Bloomington, MN 55420               carriage design, integrated
p: (800) 344-8676               full-color LCD display, option
f: (952) 887-7223               for single or dual joystick
www.toro.com/underground               operation, and heavy-duty
dingo@toro.com               open top vise wrenches

 Toro DD4045 Cummins QSB 4.5 Turbo 160 67 21,620 16 40,000 40,000 4,500 225 2,375  4 520 Standard on-board drilling  
               fluid pump with flow up to
               70 gpm, quad rack and pinion
               carriage design, cab option, 
               integrated full-color LCD display,
               option for single or dual
               joystick operation, and heavy-
               duty open top vise wrenches

MANUFACTURER MODEL NAME

Boring Equipment DIRECTORY    Fuel Tank Size Model Weight    Boring Range Auger Torque Centerline 
 Engine Make & Model  Gross Engine hp (gallons) (lbs.) Transmission Clutch Thrust (inches) (ft/lb) (inches) 

McLaughlin Group Inc. McL-24B Auger Machine Deutz 31  2,900 3 forward speeds, OPC hydraulic 115,000 lbs @ 4 - 24 8,512 16.87
Contact: Jeff Wage, Vice President  diesel, air-cooled    reverse  3,000 psi cased bore 9,100 max.
2006 Perimeter Road
Greenville, SC 29605 McL-54/60 Diesel Deutz 174 15 7,560 5 forward speeds, OPC hydraulic 950,000 16 - 60 148,700 32.5
p: (864) 277-5870 Auger Machine 6-cylinder diesel turbo at 2,300 rpm  carriage weight reverse   cased bore
tf: (800) 435-9661 
f: (864) 235-9661 CBM48 Cradle Deutz 174 44 17,000 5 forward speeds, OPC hydraulic 201,000 16 - 48 170,000 32.5
www.mclaughlinunderground.com Boring Machine 6-cylinder diesel at 2,300 rpm   reverse   cased bore
mmole@mightymole.com

   Fuel Tank Size Model Weight Entry Angle Pull Back Thrust Max. Spindle Torque Max. Spindle Speed Drill Pipe Diameter Max. Drilling Depth Min. Bore Diameter Rod Carrying 
 Engine Make & Model  Gross Engine hp (gallons) (lbs.) (degrees) (lbs.) (lbs.) (ft/lb) (rpm) (inches) (feet) (inches) Capacity (feet) Other 

Akkerman GBM 240A John Deere 99  5,300 30-45 50 ton 100 ton 10,500 50 4.1 n/a 4.1  Configurations for 4-48" pipe
Contact: Akkerman Sales Jacking Frame 4-cylinder diesel (74 kW)  w/base          installations available, for
58256 266th St.               a variety of soil conditions,
Brownsdale, MN 55918               pipe diameters & applications
tf: (800) 533-0386
www.akkerman.com
akk@akkerman.com

McLaughlin Group Inc. McL-10H Pit Launch Remote hydraulic n/a n/a 1,100 pit launched 13,250 17,670 1,030 100-125 1.88 pit depth 2 180 Optional: mud/water pump
Contact: Jeff Wage, Vice President Directional Drill powered             pressure 700 psi, model
2006 Perimeter Road                length 5' or 7', hydraulic
Greenville, SC 29605               powerpack 30 hp
p: (864) 277-5870
tf: (800) 435-9661 
f: (864) 235-9661 
www.mclaughlinunderground.com
mmole@mightymole.com

Pow-R Mole Sales LLC PD-6 Honda GX630 20 6.5 750 pit launch 79,000 84,000 4,500 2 2 15 1/2 - 8  The PD-6 directional thrust 
Contact: Brian Kelly               boring system is a dry bore
1400 Commerce Parkway               pit launch machine
Lancaster, NY 14086
tf: (800) 344-6653
www.powrmole.com
brian@powrmole.com

The Toro Co. Toro DD2024 Cummins B 3.3 Turbo 74 30 10,980 16 20,000 20,000 2,400 200 2.06  4 400 Standard on-board drilling
Contact: Josh Beddow               fluid pump with flow up to
8111 Lyndale Ave. S               30 gpm, quad rack and pinion
Bloomington, MN 55420               carriage design, integrated
p: (800) 344-8676               full-color LCD display, option
f: (952) 887-7223               for single or dual joystick
www.toro.com/underground               operation, and heavy-duty
dingo@toro.com               open top vise wrenches

 Toro DD4045 Cummins QSB 4.5 Turbo 160 67 21,620 16 40,000 40,000 4,500 225 2,375  4 520 Standard on-board drilling  
               fluid pump with flow up to
               70 gpm, quad rack and pinion
               carriage design, cab option, 
               integrated full-color LCD display,
               option for single or dual
               joystick operation, and heavy-
               duty open top vise wrenches

   Fuel Tank Size Model Weight    Boring Range Auger Torque Centerline 
 Engine Make & Model  Gross Engine hp (gallons) (lbs.) Transmission Clutch Thrust (inches) (ft/lb) (inches) 

McLaughlin Group Inc. McL-24B Auger Machine Deutz 31  2,900 3 forward speeds, OPC hydraulic 115,000 lbs @ 4 - 24 8,512 16.87
Contact: Jeff Wage, Vice President  diesel, air-cooled    reverse  3,000 psi cased bore 9,100 max.
2006 Perimeter Road
Greenville, SC 29605 McL-54/60 Diesel Deutz 174 15 7,560 5 forward speeds, OPC hydraulic 950,000 16 - 60 148,700 32.5
p: (864) 277-5870 Auger Machine 6-cylinder diesel turbo at 2,300 rpm  carriage weight reverse   cased bore
tf: (800) 435-9661 
f: (864) 235-9661 CBM48 Cradle Deutz 174 44 17,000 5 forward speeds, OPC hydraulic 201,000 16 - 48 170,000 32.5
www.mclaughlinunderground.com Boring Machine 6-cylinder diesel at 2,300 rpm   reverse   cased bore
mmole@mightymole.com


